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TBOSS-EXT Install Guide 

 

The TRUCKBOSS EXTENSION is easily removable and intended to extend your 

TRUCKBOSS deck surface for use with long track snowmobiles.   

 

If you are installing a TBOSS-EXT on a Ford SuperDuty 6.75ô box with a TRUCKBOSS-

STANDARD (7ô) Deck, please read the addendum, found on page 6. 

 

This guide is broken into 2 parts: 

 Deck Extension Bar Installation (2 bars) 

 Sliding Side Extension Installation (1 per side) 

 

Deck Extension Bar Installation: 

 

Your Deck Extension Bar Assembly will consist of the following parts: 

 

TBOSS EXT-SNOW (PKG A) 

1X RAMP-BAR 68.5" (IN PKG B) 

1X RAMP-BAR 66.5" (IN PKG B) 

2X OUTER EXTENSION SUPPORTS (BLACK) 

2X INNER EXTENTION SUPPORTS 

16X 5/16 X 0.75 CARRIAGE BOLT 

16X 5/16" SERRATED FLANGE NUT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Using (4X) CARRIAGE BOLTS (2X per side), install the OUTER EXTENSION 

SUPPORTS (BLACK) onto the outside of your TRUCKBOSS RAIL (Fig. A). 

 

IMPORTANT: Ensure that tongue and groove is properly seated into RAIL and 

SERRATED FLANGE NUT holding OUTER EXTENSION  SUPPORTS to RAIL are 

tightened first!  Failure to properly seat OUTER EXTENSION SUPPORTS to RAIL will 

result in injury!  
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2. Using (2X) CARRIAGE BOLTS (1X per side), install the OUTER EXTENSION 

SUPPORTS (BLACK) onto the RAMP-BAR (Fig. B). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Using (4X) CARRIAGE BOLTS attach the (2X) RAMP-BARS to the OUTER 

EXTENSION SUPPORTS.  At this time also use (6X) CARRIAGE BOLTS to attach the 

INNER EXTENSION SUPPORTS to the EXISTING RAMP-BAR and the (2X) new 

DECK EXTENSION RAMP-BARS (note the 66.5ò bar is installed at the back of the 

EXTENSION ASSEMBLY). 
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Sliding Side Extension Installation: 

 

Your Sliding Side Extension Assembly will consist of the following parts: 

 

TBOSS EXT-SNOW (PKG A) 

4X RAMP-BAR 22.5" 

2X DECK-SIDE EXTENSION ARMS 

2X 1" SPACER BAR (2 HOLES) 

2X 1" SLIDER BAR (3 HOLES) 

4X 5/16 X 0.75 CARRIAGE BOLT 

6X 5/16 X 1.00 CARRIAGE BOLT 

4X 5/16 X 2.50 CARRIAGE BOLT 

12X 5/16" SERRATED FLANGE NUT 

2X 5/16 NYLOCK NUT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Take (2X) 2.5ò CARRIAGE BOLTS and insert them into (2X) 22.5ò RAMP-BAR as 

shown: 
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2. Take (1X) 1ò SPACER BAR (2 Holes) and position under (1X) DECK-SIDE 

EXTENSION ARM as shown: 

 

 

 

 

 

 

 

 

 

3. From the underside, insert 2.5ò CARRIAGE BOLT through 1òSPACER BAR and 

DECK-SIDE EXTENSION ARM.  Use (2X) SERRATED FLANGE NUTS to hold in 

place: 

 

 

 

 

 

 

 

 

 

 

 

 

4. Using (2X) CARRIAGE BOLTS and SERRATED FLANGE NUTS fasten DECK-SIDE 

EXTENSION ARM into DECK SIDE (Fig. C).   

 

Adjust INNER EXTENSION SUPPORT (previously installed) so that it supports the 

22.5ò RAMP-BARS when DECK-SIDE EXTENSION is in the closed position (Fig. D): 
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5. Take (3X) 1ò CARRIAGE BOLTS, insert (1X) into each of the 22.5ò RAMP-BARS, and 

(1X) into the 68.5ò RAMP-BAR (the middle bar).  Mount the 1ò SLIDER BAR (3 Holes) 

onto the (3X) 1ò CARRIAGE BOLTS as shown (note orientation of plastic washer on 1ò 

SLIDER BAR)   

 

 

 

 

 

 

 

 

 

 

 

 

6. Use (2X) SERRATED FLANGE NUTS on the 22.5ò RAMP-BARS, and (1X) NYLOCK 

NUT on the 68.5ò RAMP-BAR.  NYLOCK should not be tight--the 1ò CARRIAGE 

BOLT needs to slide inside the 68.5ò RAMP-BARôs channel (Fig. E): 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Once 1ò SLIDER BAR and INNER EXTENSION SUPPORTS ARE ADJUSTED tighten 
all SERRATED FLANG NUTS.  Do not tighten NYLOCK NUT. 

 

 

8. Repeat Steps 1-7 for 2
nd

 DECK-SIDE EXTENSION ARM Assembly. 

 


